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I I An exhibit or demonstration was included and is described below: 



Page 1 of 7 



DOCKET NO.: 303661.01 / MSFT-2791 PATENT 

The claims discussed included: Claim(s) 1 and 21 

The Qart Qprior art discussed included: 

An agreement Owas ^was not reached. 

I lit was agreed that the attached claims are allowable. 

I lit was agreed that the attached amendment would be entered. 

KlThe interview is summarized below. 



Examiner Pham and Mr. Eiferman discussed the attached amendment filed on October 31, 
2007. Although no formal agreement was reached, Examiner Pham agreed to reevaluate the 
pending rejections in light of the amendment. 



Date: November 16, 2007 /Kenneth R. Eiferman/ 

Kenneth R. Eiferman 
Registration No. 51,647 

Woodcock Washburn LLP 
Cira Centre 

2929 Arch Street, 12th Floor 
Philadelphia, PA 19104-2891 
Telephone: (215) 568-3100 
Facsimile: (215) 568-3439 
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1. (Currently Amended) A method for deploying a device database to a device, 
the method comprising: 

providing an interface that enables a user to; 

generate a solution corresponding to development of at least one software 

application; 

generate a main device project within the solution for testing of the at least one 
software application; 

store a device database in [[a]] the main device project; 

generate a device setup project within the solution for deployment of a 
finished version of the at least one software application to the device; and 

view stored procedures and triggers currently associated with the device 
database and to add and delete stored procedures and triggers which are to be associated with 
the device database for the main device project and the device setup project ; 

automatically copying the device database from the main device project to the device 
setup project without receiving an explicit instruction to do so; 

deploying the device setup project to the device in a software development 
environment; and 

installing the device database on the device for testing of the device on which the 
device database is being installed. 

2. (cancelled) 

3. (original) The method of claim 2, further comprising providing an interface that 
enables the user to debug a test version of the device database on the device. 

4. (cancelled) 

5. (Currently Amended) The method of claim 4, wherein deploying the device setup 
project to the device comprises distributing a finished version of the device database to the 
device. 
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6. (original) The method of claim 1, comprising providing an interface that enables 
the user to select an always overwrite installation property. 

7. (original) The method of claim 1, comprising providing an interface that enables 
the user to select an overwrite if different installation property. 

8. (original) The method of claim 1, comprising providing an interface that enables 
the user to select a never overwrite installation property. 

9. (Currently Amended) A computer readable medium for deploying a device database 
to a device, the computer readable medium comprising computer executable instructions for 
performing the following steps: 

providing an interface that enables a user to store a device database in a device 
proj ec t, the interface allowing the user to view stored procedures and triggers currently 
associated with the device database and to add and delete stored procedures and triggers 
which are to be associated with the device database for the device project ; 

deploying the device project to the device in a software development environment; 

and 

installing the device database on the device for testing of the device on which the 
device database is being installed. 

10. (previously presented) The computer readable medium of claim 9, comprising 
computer executable instructions for providing an interface that enables the user to store the 
device database in a main device project. 

11. (original) The computer readable medium of claim 10, further comprising 
computer executable instructions for providing an interface that enables the user to debug a 
test version of the device database on the device. 

12. (previously presented) The computer readable medium of claim 9, comprising 
computer executable instructions for providing an interface that enables the user to store the 
device database in a device setup project. 
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13. (original) The computer readable medium of claim 12, wherein the computer 
executable instructions for deploying the device project to the device comprise computer 
executable instructions for distributing a finished version of the device database to the device. 

14. (original) The computer readable medium of claim 9, comprising computer 
executable instructions for providing an interface that enables the user to select an always 
overwrite installation property. 

15. (original) The computer readable medium of claim 9, comprising computer 
executable instructions for providing an interface that enables the user to select an overwrite 
if different installation property. 

16. (original) The computer readable medium of claim 9, comprising computer 
executable instructions for providing an interface that enables the user to select a never 
overwrite installation property. 

17. (Currently Amended) A method for deploying a device database to a device, 
the method comprising: 

providing an interface that enables a user to select an installation property for 
installing the device database on the device, the selected installation property being one of an 
always overwrite property, an overwrite if different property, and a never overwrite propei^ 
the interface also allows the user to select from amongst one or more stored procedures and 
triggers to be associated with the device database ; 

deploying a device project in which the device database is stored to the device in a 
software development environment; and 

installing the device database on the device for testing of the device on which the 
device database is being installed, the device database being installed according to the 
selected installation property. 

18. (original) The method of claim 17, comprising deploying the device database to 
the device as part of a main device project. 
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19. (original) The method of claim 18, further comprising providing an interface that 
enables a user to debug a test version of the device database on the device. 

20. (previously presented) The method of claim 17, comprising deploying the 
device database to the device as part of a device setup project. 

21. (original) The method of claim 20, wherein deploying the device database to the 
device comprises distributing a finished version of the device database to the device. 

22. (Currently Amended) A computer readable medium for deploying a device 
database to a device, the computer readable medium comprising computer executable 
instructions for performing the following steps: 

providing an interface that enables a user to select an installation property for 
installing the device database on the device, the selected installation property being one of an 
always overwrite property, an overwrite if different property, and a never overwrite property,, 
the interface also allows the user to select from amongst one or more stored procedures and 
triggers to be associated with the device database ; 

deploying a device project in which the device database is stored to the device in a 
software development environment; and 

installing the device database on the device for testing of the device on which the 
device database is being installed, the device database being installed according to the 
selected installation property. 

23. (original) The computer readable medium of claim 22, comprising computer 
executable instructions for deploying the device database to the device as part of a main 
device project. 

24. (original) The computer readable medium of claim 23, further comprising 
computer executable instructions for providing an interface that enables a user to debug a test 
version of the device database on the device. 
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25. (original) The computer readable medium of claim 22, comprising computer 
executable instructions for deploying the device database to the device as part of a device 
setup project. 

26. (original) The computer readable medium of claim 25, wherein the computer 
executable instructions for deploying the device database to the device comprise computer 
executable instructions for distributing a finished version of the device database to the device. 
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